
Republic of Indonesia - Ministry of Transportation
             Directorate General of Civil Aviation

                         Airworthiness Directive

This Airworthniess Directive (AD) is issued by DGCAin accordance with the requirements of CARS Part 39. ADs effect aviation

safety and are requlations which require immediate attention. Part 39 of CASR is amended by adding the following new AD. No Person

 may operate a product to which an AD applies except in accordance with the requirements o7that AD.

 NOTE : A ferry flight permit to fly the aircraft to a location where the requirements of this directive can be acomplished, may be

granted by applica0o2;to DGCA. Report and inquiring concerning this AD should be addressed to the DGCA. Alternative means of

compliance with this directive may be used only if approved by the Director General.

                                                                                                                                       DAAO FORM 39-02

NUMBER:  18-04-016                                                  DATE OFISSUE: 23 April2018

APPLICABILITY:

                All Viking Air Limited (formerly Bombardier Inc.) model DHC-2 Mk. I aeroplanes incorporating the 5600

               lb gross weight increase kit installed in accordance with Suppfemental Type Certificate (STC) SA92-63 or

             SA00299NY with float strut wire pull fittings VALTBS1245-1/-2 and/or VALTBS1244-1.

REFERENCE:

           CF 2018-10

SUBJECT/DESCRIPTION:

               ATA 53 - Fuselage - Cracking of Forward and Ait Wire Pull Fittings

                   Cracks have been reported on the Forward and Aft float strut 'wire pull fittings on DHC-2 Mk. I

                 aeroplanes equipped with the 5600 1b gross weight increase kit installed in accordance with STC SA92-63

                   or SA00299NY. An investigation found that the forward and aft wire pull fittings (P/N VALTBS1245-1/-

               2 and P/N VALTBS1244-1, respectively) are prone to stress corrosion cracking at low cycles/hours.

               Failure of these wire pull fittings wiLl reduce the strength of the float undercarriage below the required

               structural capability and could result in a failure of the undercarriage causing the aeroplane to tip over and

                 be submerged. Therefore this AD requires that the forward and afi wire pull fittings be replaced with P!N

             VALTBS1245-3/-4 and P/N VALTBS1244-3/-4 (LH/RH) fittings respectively. These fittings are

               geometrically similar to the legacy fittings and are made of a different aluminum alloy that is less

                   susceptible to stress corrosion cracking. In addition to replacing the fittings, it is necessary to implement a

             recurring visualinspection of the fittings to assure continuing airworthiness.

COMPLIANCE:

               As indicated above, unless already accomplished

ACCOMPLISHMENT:

               Performs required action as specified in accordance with reference AD

EFFECTIVE DATE: 24 April 2018

NOTE: ,
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On he{half.of Director General of Civil Aviation
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JOHANNIS TANGKE /'

Acting Director of Airworthiness and Aircrafi Operations


